
N2XSEFGbY 3 x (25-300) mm² 3.6/6 kV
Cu / XLPE / CTS / PVC / SFWA / PVC

Application :

Special Features on Request

Note :
Conductor Shape
25 - 300 sqmm supplied in compacted circular stranded (cm) conductor shape

Tinned Coated Copper Conductor
Electrical properties for tinned coated copper conductor will be submitted upon request

Standard Packing
25 - 50 sqmm supplied in wooden drum @ 1000 m
70 - 300 sqmm will be suplied in wooden drum on available length
Length Tolerance per drum ± 2%

Construction Data

Electrical Data

Standard Specification : SNI IEC 60502-2 : 2009



N2XSEFGbY 3 x (25-300) mm² 6/10 kV
Cu / XLPE / CTS / PVC / SFWA / PVC

Application :

Special Features on Request

Note :
Conductor Shape
25 - 300 sqmm supplied in compacted circular stranded (cm) conductor shape

Tinned Coated Copper Conductor
Electrical properties for tinned coated copper conductor will be submitted upon request

Standard Packing
25 - 35 sqmm supplied in wooden drum @ 1000 m
50 - 300 sqmm will be suplied in wooden drum on available length
Length Tolerance per drum ± 2%

Construction Data

Electrical Data

Standard Specification : SNI IEC 60502-2 : 2009



N2XSEFGbY 3 x (25-300) mm² 8.7/15 kV
Cu / XLPE / CTS / PVC / SFWA / PVC

Application :

Special Features on Request

Note :
Conductor Shape
25 - 300 sqmm supplied in compacted circular stranded (cm) conductor shape

Tinned Coated Copper Conductor
Electrical properties for tinned coated copper conductor will be submitted upon request

Standard Packing
25 sqmm supplied in wooden drum @ 1000 m
35 - 300 sqmm will be suplied in wooden drum on available length
Length Tolerance per drum ± 2%

Construction Data

Electrical Data

Standard Specification : SNI IEC 60502-2 : 2009



N2XSEFGbY 3 x (35-300) mm² 12/20 kV
Cu / XLPE / CTS / PVC / SFWA / PVC

Application :

Special Features on Request

Note :
Conductor Shape
35 - 300 sqmm supplied in compacted circular stranded (cm) conductor shape

Tinned Coated Copper Conductor
Electrical properties for tinned coated copper conductor will be submitted upon request

Standard Packing
35 - 300 sqmm will be suplied in wooden drum on available length
Length Tolerance per drum ± 2%

Construction Data

Electrical Data

Standard Specification : SNI IEC 60502-2 : 2009



N2XSEFGbY 3 x (50-300) mm² 18/30 kV
Cu / XLPE / CTS / PVC / SFWA / PVC

Application :

Special Features on Request

Note :
Conductor Shape
50 - 300 sqmm supplied in compacted circular stranded (cm) conductor shape

Tinned Coated Copper Conductor
Electrical properties for tinned coated copper conductor will be submitted upon request

Standard Packing
50 - 300 sqmm will be suplied in wooden drum on available length
Length Tolerance per drum ± 2%

Construction Data

Electrical Data

Standard Specification : SNI IEC 60502-2 : 2009


